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Specifications 


Solar panel:5.5V 1.7W,17% coversion of energy 

.Lithium battery:3.7V 2200mAh 

.LED:3.5W 2835 Super bright LED x 48pcs.(Single LED Luminous 
flux:12-15 lumens.Lamp flux approx.450 lumens.) 

Function switch:OFF---A-B-C 

A.Strong Long Light Mode 

When faded into darkness,the light will keep strong and bright 
until the battery dies. 

B.Dim Light Sensor Mode 

At night,the light will be dim until motion is detected.When 
motion is detected,the light will brighten for 15 seconds before 
returning to dim. 

C.Strong Light Sensor Mode 

At night,the light will be strong bright and when motion is 
detected,then 15 seconds later,the light dies automatically. 
.Waterproof level: IP65 

Charging time: 6-8 hours 


Note 


.For the first time use,please charge the solar product by placing 
it in direct sunlight for several hours before using. 

.When the solar product is not in use for a long period of time, 
please remove the battery and store in a cool dry place and 
recharge the battery at least every three months to ensure the 
battery is not damaged and leakage does not occur. 

If the battery is exhausted,the light will flash.Please recharge 
before normal use. 

Duration of light depends on solar product's level of sunshine 
exposure,geographical loactions,weather conditions and hours 
of daylight. 


As a solar powered product,the working time of this light is 
weather sensitive.On cloudy days or in winter,the charging time 
may be longer and the working time may be shorter,which is 
quite normal and should not be considered problem. 


Working Principle 


1.Charge the solar panel by placing it in direct sunlight in daytime. 
The electrical energy is stored in the storage battery. 
More direct sunlight means more electrical energy. 


2.It will automatically start up circuit work at night. 


3.Human body detection function:When people go through the 
sensing area,the light will be strong. 


4 It will be on standby when people leave the detection area for 
about 15 seconds.It will automatically turn off the circuit and 
charge in the daytime. 


Assembly Instructions 


1.Turn the switch to the desired position,and operate it according 
to the functional spectifications A/B/C. 

2.Stick the positioning card onto the wall and drill two holes. 

3.Fix two expansion plugs into the holes. 

4.Fix two screws to the expansion plugs. 

5.Aim the mounting holes on the back of the light to the screw to 
hang this product. 
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